
QUALITY THAT LASTS
The preferred traffic management and term 
maintenance two-piece moulded cone.   
Made with UV stabilised LDPE moulded top and 
heavy duty 100% recycled PVC base. Available 
in heights of 50cm, 75cm and 1 metre.

 CONVENIENT
 COST EFFECTIVE 
 BESPOKE OPTIONS

DOMINATOR® CONE



EASY HANDLING
• 360° fully recessed grip.
• Quick deployment and retrieval.

INCREASED STABILITY
• Increased stability over traditional PVC cones.
• Over 80% of the total cone weight is 

located in the base.
• Studded underside for optimum grip.

BESPOKE BRANDING
• Cone and base can both be branded to 

match a customer’s corporate identity.
• Increases brand awareness.
• Anti-theft deterrent.

DOMINATOR™   FEATURES

DOMINATOR™ TRAFFIC CONE (1 METRE)

DIMENSIONS

Weight 7kg

Height 1000mm

Width 570mm (Base)

STANDARDS - BS873
EN13422

MATERIAL

Top Polyethlyene

Base Recycled PVC

(Standard 
Dominator™ only)

JBE049-240-600 50cm/20” Dominator™ with Sealbrite™ sleeve Qty 1

JBF069-240-600 75cm/30” Dominator™ with Sealbrite™ sleeve Qty 1

JBE079-240-600 1m/39” Dominator™ with Sealbrite™ sleeve Qty 1

DOMINATOR™ TWO-PIECE CONE

CONE COMPLIANCE TESTING
• In house technical testing equipment to 

ensure compliance to EN13422.

JUB049-200-000 Sealbrite™ sleeve for 50cm Dominator™ Qty 10

JUB069-200-000 Sealbrite™ sleeve for 75cm Dominator™ Qty 10

JUB079-200-000 Sealbrite™ sleeve for 1m Dominator™ Qty 10

SPARE REPLACEMENT R1B SLEEVES
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