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Charge times using 16A (1 phase) cables*

30kWh Battery 8hr

60kWh Battery 16hr

90kWh Battery 24hr

Supply Type Charger Rating 1 Phase 16A @ 3.6kWh

• Suitable with all fully electric & plug in hybrid vehicles

• Compatible with all 16A (1 phase) Type 2 charge points 

• Hard wearing compact heavy duty storage case  
- Store your cables safely and securely

• High quality & durable construction 
- Dust proof and waterproof to IP54 rating 
- IK rated to withstand the toughest conditions

• Operating temperature -40° C to 85° C

• Type 2 (IEC 62196-2) to Type 2 (IEC 62196-2) 

Electric driving is here!

Ring are making electric driving accessible to everyone.

High quality products engineered using the latest 
techniques for outstanding safety and ease of use. 

*  Charging times are a guide 
only times may vary

Specifications 

Product Code RCC21605

Voltage 240V

Current 16A

Max Power 3.6kWh

Overall Length 5000mm

Cable Length 4600mm

Pack Size 390x370x110mm

Product Weight 1650g

Pack Weight 2220g

Case Quantity 4 x 1

Barcode 5055175249209

RCC21605
Electric Vehicle Charging Cable

Charging Unit

5m 1 Phase

240V

16

3.6


