
Made in Spain

WWW.pROdUCTOSCLiMaX.COM

ReCaMbiOS
SpaRe paRTS

CRISTALES INACTÍNICOS
wELdINg LENSES



nOR

Aplicación
Application

Los filtros para soldar Climax proporcionan una protección 
segura en todas las aplicaciones de la soldadura eléctrica. La 
tonalidad protectora del filtro para soldar, está determinada 
para evitar ser cegado por el arco voltaico. El conjunto de 
especificaciones para los oculares, definida en las normas EN 
166 y EN 169, y en particular potencias esféricas, astigmática y 
prismática, factor de transmisión, resistencia mecánica mínima, 
calidad de los materiales y de las superficies y difusión de la luz 
son satisfechas por los filtros de soldar.

Plain glasses in mineral green glass. Optical characteristics (spheric, 
prismatic, astigmatic, effects and diffused light)corresponding 
to optical class 1. Light, infrared and ultra-violet ray absorption 
conforms to requeriments. Mechanical resistance against the contact 
with sphere Ø mm 22, load of 100 N. Optically it is neutral and 
usable also with corrective contact lenses.

Dimensiones
Dimensions

110 x 97 mm
110 x 90 mm
110 x 55 mm
105 x 50 mm

Ensayos / Certificación CE
Test / CE Certification

Normativas:  EN 166:2002
                     EN 169:2002

Norms: EN 166: 2002
            EN 169:2002


