
3

Advantage 200 LS

Facepiece-to face Anthrocurve

Features Benefits 
Excellent wearer comfort Well-balanced, low weight design Pressure-free fit 

MultiFlex (soft sealing line with robust Excellent face-piece-to-face fit 
mask body) 

Optimal protection
Anthrocurve pre-formed nosepiece and Perfect adaptation to different face shapes 
adjustable head harness 
Low maintenance design Easy to clean 
Wide range of filters Serves various applications 

Cost effectiveness
Bayonet filters also suitable for Rationalisation of stocks 
Advantage 3200 and 420 

The Advantage 200 LS is a comfortable, efficient and economic half mask. It is ideal
for applications where workers are exposed to various hazards from job to job, such
as high concentrations of fumes, mists and gases. 

With its patented MultiFlex system the Advantage 200 LS offers maximum protection
and high wearing comfort. The soft, pliable combination of rubber and plastic
pro vi des a customised and pressure-free fit, instantly conforming to the wearer’s
unique facial characteristics. 

The Advantage 200 LS comes in three sizes and has a complete and exclusive filter
programme to protect against harmful particles and/or gases. 
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Full Face & Half Masks
Advantage 3100, EN 136 
with single thread EN 148-1 connection 

10027724 Advantage 3111, S 

10027723 Advantage 3121, M 

10027725 Advantage 3131, L 

10042664 Advantage 3112, S 

10042730 Advantage 3122, M 

10042731 Advantage 3132, L 

Advantage 3200, EN 136 
with twin bayonet MSA connection 

10027727 Advantage 3211, S 

10027726 Advantage 3221, M 

10027728 Advantage 3231, L 

10042732 Advantage 3212, S 

10042733 Advantage 3222, M 

10042734 Advantage 3232, L 
The selection of an Advantage 3000 is easier when using its four-digit version
number. 
1) 3 = product line 3000 
2) 1 or 2 = EN thread or bayonet connection 
3) 1 or 2 or 3 = small or medium or large 
4) 1 or 2 = Advantage harness or Advantage harness with silicone strap

Advantage 410, EN 140 
with single thread EN 148-1 connection 

10102276 Advantage 410, small 

10102277 Advantage 410, medium 

10102278 Advantage 410, large 

Advantage 420, EN 140 
with twin bayonet MSA connection 

10102273 Advantage 420, small 

10102274 Advantage 420, medium 

10102275 Advantage 420, large 
The weight of a single filter shall not exceed 300 g when used with the Advantage 410 

Advantage 200 LS, EN 140 

430357 Advantage 200 LS, small

430356 Advantage 200 LS, medium

430358 Advantage 200 LS, large

Accessories 

10026179 Advantage 3000 container

10016038 Pouch for Advantage 200 LS

D2055765 MSA Disinfectant 90, 2 liters

D2055766 MSA Disinfectant 90, 6 liters

D6063705 MSA Leak Test Kit

10017835 Adapters Advantage (for leak test)

10032100 Carrying Strap

10037238 Cover lens, clear (10 pcs)

10037237 Cover lens, tinted (10 pcs)

10037282 Spectacles kit

10042663 Advantage harness with silicone straps

Advantage 3000 container

Pouch for Advantage 200 LS
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